
ES-B-PSPT 2211

PSPT
Push-On Test Cap with 
1/2" Tapped Connection
Specification:
BLÜCHER PSPT AISI Type 304 stainless steel push-on 
test cap with 1/2" tapped connection.

The information contained herein is not intended to replace the 
full product installation and safety information available or the 
experience of a trained product installer. You are required to 
thoroughly read all installation instructions and product safety 
information before beginning the installation of this product.

NOTICE

ES-B-PSPT   2211  © 2022 Watts

Engineering Specification

Job Name   ––––––––––––––––––––––––––––––––––––––––––– Contractor   ––––––––––––––––––––––––––––––––––––––––––––

Job Location   ––––––––––––––––––––––––––––––––––––––––– Approval   –––––––––––––––––––––––––––––––––––––––––––––

Engineer   ––––––––––––––––––––––––––––––––––––––––––––– Contractor’s P.O. No.   ––––––––––––––––––––––––––––––––––

Approval   ––––––––––––––––––––––––––––––––––––––––––––– Representative   ––––––––––––––––––––––––––––––––––––––––

Tag   –––––––––––––––––––––––––––––––––––––––––––––––––

USA:  T: (800) 338-2581 • F: (828) 248-3929 • BLUCHERpipe.com
Canada:  T: (888) 208-8927• F: (905) 481-2316 • BLUCHERpipe.com
Latin America:  T: (52) 55-4122-0138 • BLUCHERpipe.com

Options

Suffix Description

-316 Type 316 Stainless Steel

Dimensional Chart
Model 

No. EDP Pipe 
Size

D D1 H H1
PSPT-2 844.069.050 2"(50) 1/2"NPT 2 5/8"(65) 2"(50)

PSPT-3 844.082.075 3"(75) 1/2" NPT 3"(76) 2 3/8"(61)

PSPT-4 844.087.110 4"(110) 1/2" NPT 3 1/4"(82) 2 5/8"(67)
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